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Fire Sigange and extiguishers 
for protected zone

2no Risers @ 170mm
Pitch: 34deg
Going: 250mm
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Area included in licence application

Door, frame and glazing to have 1HR FR to 
BS476

Luminous Sign applied to all doors with 
Push Bars

Illuminated Signage - Arrow left or right (To 
indicate left or right direction of travel)

Luminous Adhesive Signage
(Arrow to shown left or right as applicable)

Fire Action Sign

FIRE SAFETY EQUIPMENT:

Adhesive Sign applied to all final exits

Illuminated Signage

Luminous

Luminous

Luminous Adhesive Signage

Denotes Area of Protected 
Zone - Shaft Wall Ceiling 
60min

Fire Alarm Panel

Fire alarm sounder -  2100mm above floor 
level to centre of unit. Sounder to BS 5839: 
Part 1 2002; Sounder position shown only as 
indicative and to be positioned to comply with 
Section 9.4 of BS 5839:Part 1 1988 "Audibility 
of Alarms"

Fire alarm break glass point

FIRE STRATEGY LEGEND

SIGNAGE & EMERGENCY LIGHTING:

FD60

SC Door to be self closing

SVB
G

SVC
P

Smoke Vent Break Glass

Smoke Vent Control Panel

E Emergency 3hr self-contained maintained 
battery back-up light fitting to BS 5266 part 
1: 2005

F.A

NOTES:

• The lift doors come as standard 120m fire 
rated as per manufacturers literature.  The 
lift is integrated to the fire alarm system and 
programmed to return to ground floor, stop 
and door to lobby to open to allow 
occupants to evacuate.

Fire extinguisher 5kg locationsFE5
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